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HIGH-TENSILE
STRENGTH STEEL

VERSATILE
FLAT TOP MOUNTING

ROBUST
SLEWING BEARING DESIGN

CUSHIONED CYLINDER
WITH LOAD HOLDING VALVE

LINER TEETH
OUT OF AR MATERIAL

CYLINDER GUARD

BY-PASS JAW
FOR SMALL MATERIAL

<LWIDE OPENING FOR
LARGE MATERIAL

FIELD REPLACEABLE
BUCKET SYLE TEETH

Rev. VANED- MRG LARGE-J02

Model MRG20R MRG30R MRG40R
Carrier Weight Metric Ton 20~24 25~45 34~42
: kgs 1,300 1,850 2,220
Weight
Ibs 3,036 3,806 4,900
(Grapple Area) ft2 4.9 6.5 8.5
: mm 2,000 2,200 2,500
Opening -
inch 78.8 86.6 98.5
mm 790 920 1010
Depth -
Jaw inch 31 36 39
Dimension | |4ner Jaw mm 400 452 457
With inch 15.8 17.8 18.0
Outer Jaw mm 620 715 736
Width inch 24.4 28.0 29.0
Ipm 120 150 189
Recommended Flow
gpm 31 39 50
Cy|inder bar 350 350 310
Pressure, Rated psi 5,080 5,080 4,500
Gripping Force kgs 3,060 4,060 4,760
(Jaw Open) Ibs 6,730 8,930 10,500
bar 210 210 173
Pressure -
psi 3,050 3,050 2,500
Hydraulic
Rotation Qil Flow el 36 =il 37
gpm 9 10 10
Speed RPM 9 9
Cycle Time Sec 2.0 2.3 2.3

Specifications are subject to change without notice.
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